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 TECHNICAL
SPECIFICATIONS

 MACHINE SPEED
max 3800 spm

OILING SYSTEM
fully automatic

STITCH LENGTH
max 5 mm

PRESSER FOOT LIFT
max 5 mm

ELECTRIC PRESSER FOOT LIFT
optional

NEEDLE TYPE
DBx1

Global 337 Series
 TOP FEED LOCKSTITCH MACHINES

337 D
Single needle lockstitch machine with adjustable top feed mechanism. The top feed mechanism enables 
equal top and bottom feeding on diffi cult materials and can also be used for gathering work.

Máquina de una aguja, alta velocidad ajustable. El mecanismo de alta velocidad permite igualar la 
alimentación por arriba y por abajo de los materiales difíciles y además puede ser usado para trabajos 
de unión.

Einnadel- Steppstichmaschine mit veränderlichem Obertransport zum Raffen und Kräuseln.

Machine une aiguille avec entraînement différentiel supérieur. Le dispositif supérieur égalise l’entraînement 
entre le dessus et dessous des matériaux diffi ciles, et peut aussi être utilisé pour des travaux de fronce.

337 AUT
Same as above, but equipped with thread trimmer and automatic back tack.

La misma que la anterior, pero equipada con corta-hilos y remate automatico.

Baugleich mit 337 D, jedoch mit Fadenabschneider und automatischer Verriegelung.

Identique au modèle ci-dessus, mais avec coupe-fi l et arrêts automatiques.
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