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TECHNICAL
SPECIFICATIONS

MACHINE SPEED
Max 1500 spm

BUTTON SIZE Ø 
BS-377 : 10-28 mm 

NEEDLE TYPE
TQ x 1

NUMBER OF STITCHES
8 - 16 - 32

Global BS 377
SINGLE THREAD CHAINSTITCH BUTTON SEWER

BS 377
-  Single thread chainstitch button sewing machine. This machine is equipped with quick stitch-shape

changing mechanism and with knot-tying mechanism to prevent the unraveling of stitches.

- Máquina de botones de un hilo cadeneta, frequentamente usado para prendas y camisas de hombre. 
La máquina esta equipada con el sistema de cambio rapido de figura de puntada, prevención de
deshilacharse y corta-hilo automático.

-  Einfaden Kettenstich Knopfannähmaschine mit Fadenabschneider. Haupeinsatzgebiete sind Hemden, Blusen. 
Am Ende des Progamms macht die Maschine Verknotungsstiche zum sicheren Halt des Knopfes.

-  Machine pose boutons, point de chaînette 1 fil, fréquemment utilisé pour la pose de boutons sur vêtements
masculins ou de travail. La machine est équipée en standard avec un dispositif de changement rapide de
forme de boutons, coupe fil et système de nouage du fil.
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